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CITY OF WESLACO AND HIDALGO COUNTY                                                                    ADDENDUM No 2 

 

 

February 27, 2015 
   

Addendum No 2 
 

 
 
 
 
Dear Bidders: 
 
Attached you will find ADDENDUM NO. 2, as follow: 
 

1.- On Reconstruction of Border Avenue From 18th Street to Mile 5 North Set of Construction Plans for 
Waterline replace sheet 2, General Notes.  

 
 
 

All this pages replaced the previous ones in connection with “CITY OF WESLACO AND HIDALGO COUNTY” -
request for bids for “Border Avenue Road and Waterline Improvements”. 
 
 
Please add this ADDENDUM NO. 2 to your bid packet so as to permit your company to submit a complete bid.  
See original bid packet FORM PROPOSAL 3.0 ADDENDA page 00310-2 of 4, paragraph 2.   
 
Acknowledge receipt of ADDENDUM NO. 2 by signing and returning this notice to us VIA FAX AT (956) 973-3128. 
 
If you do not receive all pages of ADDENDUM NO. 2 please notify us immediately at (956) 447-2240.  
 
Please be advised that this ADDENDUM NO. 2 will complete your bid packet for “Border Avenue Road and 
Waterline Improvements”. 
 
Thank you for your prompt attention to this matter. 
 
 
 
 
 
 
 

 BY:  

Homer Rhodes 
City of Weslaco Purchasing Agent 

 ADDENDUM NO. 2 
ACKNOWLEDGMENT OF RECEIPT  

 
 
 
 
 

 



13. Contractor shall maintain a 2-foot absolute minimum clearance (out-to-out) of pipes where the 

proposed waterline crosses over sanitary sewer. Contractor shall maintain a 9-foot absolute 

minimum clearance (out-to-out) of pipes where the proposed waterline must cross under a 

sanitary sewer. Otherwise install proposed waterline in 20-foot joint of steel casing pipe 

centered on sewer. Where proposed sewer is parallel to waterlines, maintain 2-foot vertical and 

4-foot horizontal clearances.  

14. For requirements for steel encasement pipe, seals, spacers, etc… See specification section 02447 

Augering Pipe for Water Lines. 

15. Where proposed waterlines cross within 9 feet of the end of a sanitary sewer, center one (1) 20-

foot joint of C-900 PVC DR-18, Class 150 waterline over the sanitary sewer.  

16. Backfill in pipe zone to be in accordance with specification section 02511 “Water Mains”. 
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*Protection requirements for sanitary sewer crossings (Unless variance is granted by the TCEQ) (All 

clearances shall be measured from outside wall to outside wall) 

1. Center one (1) 20-foot joint of C-900 PVC DR-18, Class 150, waterline pipe over sanitary sewer; 

6-inch absolute minimum clearance.  

2. If no evidence of sanitary sewer leakage, center one joint of water line over sanitary sewer: 24-

inch absolute minimum clearance. If the sewer line is leaking, the sewer line shall be replaced 

with 150 psi lined ductile iron or pvc pipe with appropriate adapters on all lined ductile iron or 

pvc pipe with appropriate adapters on all portions of the sanitary sewer within 9-feet of the 

water main.  

3. Not allowed 

4. Auger 9-feet minimum each side of sanitary sewer, place one 20-foot joint of C-900 PVC, 150 

psi, centered under sanitary sewer. Fill bored hole with bentonite/clay moisture: 2-foot absolute 

minimum clearance or replace the existing sanitary sewer with 150 psi line ductile iron or PVC 

pipe with appropriate adapters on all portions of the sanitary within 9-feet of the water main. 

5. Minimum 18-foot joint of sanitary sewer, 150 psi lined ductile iron or PVC pipe centered at the 

water line; 6-inch absolute minimum clearance. 

6. If clearance is between 2 to 9-feet 

a. Center a minimum 18-foot joint of 150 psi lined ductile iron or PVC pipe at water line. 

b. Use cement-stabilized sand backfill (minimum 2 sacks cement per cubic yard of sand) 

starting at a pint ¼ of the pipe diameter above the bottom of the sanitary sewer to 1-

foot above the top of sanitary sewer, or one sanitary sewer diameter, whichever is 

larger. Center one joint of sanitary sewer pipe about the water main. 

7. All water crossings to be approved by the City of Weslaco upon completion.  

 

WATER LINES: 

1. Waterlines to be constructed in accordance with specification Section 02511 “Water Mains”. 

2. Waterlines to be constructed with a 3-foot minimum cover or as shown on profile. 

3. Waterlines and fittings to conform to AWWA C-900 Class 150 DR-18, for 4-inch through 12-inch, 

unless otherwise noted on plans or directed by owner. Service line smaller than 2-inches shall be 

polyethylene water tubing “tough tubing” ASTM D2737. Service lines 2-inches or greater shall be 

PVC SCH 40.  

4. All values and ductile iron fittings, except fire hydrants, shall be wrapped with 8-mil 

polyethylene film. Secure polyethylene wrap with 3-inch-wide plastic-backed adhesive tape 

(polyethylene No. 900. Scotchwrap No. 50 or approved equal). All fittings shall be mechanical 

joint with restraining gland (EBBA Iron Inc. Mega-lug or approved equal). 

5. Contractor to provide adequate concrete thrust blocking to withstand test pressure of 150psi.  

6. Contractor shall notify the City Engineer immediately upon encountering any leaking sanitary 

sewer during installation of waterlines.  

7. Contractor shall maintain the integrity of the existing waterlines during construction. Following 

construction, testing, and disinfection of new waterlines contractor shall, upon 24-hour notice 

to the City Engineer, cut, plug, and abandon existing waterlines, remove fire hydrants, and 

valves on fire hydrant leads. Transfer all affected services to the proposed mains prior to 

abandonment of existing mains. Unless otherwise directed by the City Engineer, all fire hydrants 

and valves on fire hydrant leads shall be taken to the City of Weslaco salvage yard unless 

otherwise instructed.  

8. Inline valves on existing lines being abandoned shall be closed watertight, plugged, thrust 

blocked, and the operating nut on said valve be cut off. All valve boxes on abandoned lines shall 

be removed, except those in paved areas. Those located in paved areas shall be poured full of 

concrete and the cap shall be permanently removed. Contractor to notify the City Engineer 

when any valve on a line being abandoned fails to fully close or is not fully operational. All 

existing lines to be abandoned to be completely severed from new system.  

9. Contractor may deflect waterlines slightly to avoid conflicts with utilities or other obstruction. 

The City of Weslaco Public Utilities and Planning Departments must be contacted for approval at 

least 24-hours in advance of any decision to deflect waterlines. Contractor to keep accurate 

records of locations where waterlines are deflected for required redline record print set.  

10. Contractor is to install temporary blow-off valves as required to flush the newly constructed 

waterline for chlorination and testing. Temporary blow-off valves shall be removed by the 

contractor promptly upon successful completion of all testing.  

11. Contractor to allow 6-inch minimum clearance between proposed waterlines and other facilities 

unless otherwise noted. 

12. Contractor to maintain 9-foot minimum clearance in all directions between proposed waterlines 

and sanitary sewer, force mains, and sanitary manholes unless otherwise noted. Where this 

cannot be achieved, provide clearance as required by the TCEQ rules and regulations for public 

water systems. (Latest Revision). 
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